SPECIFICATION

V18 LED STADIUM LIGHT




V18 LED stadium lamp is patented Fin heat sink
design product,with high efficiency LED,various of
beam angle for different lighting application.

Range from 200W to 1800W,used to televise for
professional CCTV high uniformity.

Main Features

High pressure die-cast aluminum alloy housing.

Made of non-corrosion heat sink with electrophoresis process technology.
High performance design with multi-chip package 3535/5050 LED source
and exclusive Lens increase performance,low light failure and dead lights.
The light transmittance up to 98%.Luminous efficacy up to 110-130Im/w.
10°/15°/24°/36°/60°/90°/30X45°/40X90° for option,Uniform light
distribution apply to different industrial light projects.

Excellent operating temperature -40°C ~ 50°C

-90° ~ 180° adjustable angle available for outdoor & indoor lighting application.

Green product,no UV, IR radiation or mercury pollution.IEC62471 passed.
With excellent housing design reach IP66/IK10 rating.
Installation method optional by wall mounted & pole mounted.

5 years warranty.
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Parameters

Model

Power

Power Efficiency
Power Factor
Power Supply

Working Voltage

Beam angle
CCT
CRI

3737 LEDs
Luminous Efficiency
LEDs Qty

Luminous Flux(+5%)

5050 LEDs
LEDs Qty

Luminous Flux(5%)
130LM/W

Luminous Flux(x5%)
160LM/W

IP/IK Rate

Lifespan

Inclination Angle
Housing Material
Lens Material
N.W.(KG)

Light size (mm)
Working Temperature

Storage Temperature

Electric Data

LY-V1801-300 LY-V1802-500 LY-V1803-900
300W 500W 900W 1200W
90%

>0.95

MOSO/MEANWELL/UPOWERTEK

90-305V AC, 50/60Hz
Photometric Specifications

10°,15°,24°,36°,60°,90°,30X45°,40X90°
3000K/4000K/5000K/6000K
>70(>80,>90 optional)

OSRAM 3737 LED(10°/15°)

110Im/w
39pcs 78pcs 117pcs 156pcs
33000Ilm 55000lm 99000Im 132000Im

5050 LED(24°/36°/60°/90°/30X45°/90X40°)

124pcs 248pcs 372pcs 496pcs
39000Ilm 65000Im 117000Ilm 156000Im
48000Im 80000Im 144000Im 192000Im

Mechanical Specifications

IP66/IK10
>50,000 Hours
-90° ~ 180°

Aluminum 6063-T5

PC
5.6 13.5 19.5 25
354x325x163 409x500x163 409x748x163 745x557x163

-40°C~50°C, 20%~90% RH
-45°C~55°C,10%~90% RH

LY-V1804-1200

LY-V1806-1500

1500W

234pcs

165000Im

744pcs

195000Im

240000Im

35

745x807x163

LY-V1806-1800
1800W

234pcs

198000Im

744pcs

234000Im

288000Im

35

745x807x163

V IP66 ryl



External Design Features

Product Details

Infrared sight (optional)

Shading board (optional)

Robust structure, painted
in electrophoresis

process
100% pure aluminum

heat sink, excellent heat

dissipation IP66 1K10

Use OSRAM 3737/Bridgelux
5050 LED

Optics lens in 10°,15°,24°,36°,
60°,90°,30x45°,40x90° to satisfy
different requirement

Optional Parts

Voo &,

Shading Board Infrared Sight Waterproof LED Driver Box
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Shading Board Infrared Sight Heat Sink

Reduce the photopollution and Easier for installation to adjust to Aluminium material with fin type
Glare reduction, rotatable board the right place and position. design for better heat dissipation.
angle 0-45° .

Inclination Angle Maintenance Optical Controller

270° adjusted angle available Defective module and LED driver The photocontroller is applicable to
for Outdoor & Indoor lighting could be replaced easily. control the lighting automatically.
application.

Dialux

Scale 1: 1074

Position of surface in external scene:
Marked point: (-75.000 m, -37.500 m,
0.000 m)

Grid: 23 x 11 Points

Eav [|X] Emin [IX] Emax [IX] uo Emin / Emax
1215 1102 1353 0.76 0.82

Values in Lux, Scale 1: 1073



Distribution Curve
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Dimension(mm)

V1801-300W V1802-500W
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\V1806-1500W/1800W 300W/500W/900W

210
190
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